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VAW MULTIFUNCTION DC POWER METER

Used for measuring DC electrical parameters in solar and wind
energy system, and testing the energy consumption of portable
electronic devices. Provide multiple 10 functions including 4 Relay
Outputs (available with a Pulse Output), 2 Digital Inputs and an
Analog Output. Reliable Modbus RTU protocol communication is
also available via an RS485 serial port for acquiring all measured
data.

Applications

1. Solar and Wind Energy Systems

2. DC Energy Management Systems

3. Industrial DC Control Systems

4. UPS Systems Monitoring

5. Power Consumption Testing of
Portable Electronic Devices

MWH-8W WALL-MOUNTING DIGITAL ENERGY METER

Measure a wide range of parameters such as V, A, Hz, PF,
P, Q, S KWH, KVARH, VKAH et al. Built-in circuit breaker
can switch off the power in case any penalty of exceeding
the contract capacity . Pulse output and Modbus RS485
output functions make it easier for testing or constracting
a centralized automatic electric meter reading system.
Optional lead seal can prevent any dispute.
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Applications

1. Rental Building Electricity Charging
Management
2. Booth Electricity Charging
Management
3. Market/Vender/Stand Electricity
Charging Management
. Rental Apartment Electricity
Charging Management
. Distributed Generation Electricity
Charging Management
. Dormitory Electricity Charging
Management
. Trailer Coach Electricity Charging
Management

AEM:PS HOME APPLIANCE ELECTRICITY
MANAGEMENT SOCKET

One of the most significant part of energy saving. Evoke users
to save energy spontaneously by means of displaying the
energy usage directly on the device. Integrate digital energy
measurement with the technique of electricity management
socket. This easy-to-use plug-in device automatically calculates
energy costs and carbon footprint to help users conserve energy
and avoid energy wastage.

Applications

1. Home Appliance Energy
Consumption Analyzing Management

2. Home Appliance Electricity Charging
Management

3. Home Appliance Energy Saving
Management

CPT MULTIFUNCTION POWER TRANDCUER

Provide a selection of single phase or three phase configurable
input and multiple 10 functions including 2 Pulse Outputs, 4
Analogue Outputs for signal conversion, and a Relay Output for
remote controlling and alarming. Parameters are configurable
by ADPro software via RS485 serial communication port utilizing
MODBUS RTU protocol. With LCD display and push button on the
front, CPT offers an easy way of setting and adjustment.

Class 0.2%(V/A/VAR/W-Hr/Var-Hr)
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Applications

1. Power Plant/ Substation Automatic
Control System
2. Power Distribution Motor Control
Monitoring
. Energy Consumption Monitoring and
Control for Mechanical Equipment
. Automatic Energy Management
System for Intelligent Building
. Power Testing Equipment

PA-MTS MULTI-CHANNEL CONVERTER

Provide 8 channels or 16 channels input converting to a
Modbus RS485 output. Optional isolation for each channel
is available as well. Equip with multiple inputs such as
0~10V, 4~20mA, PT 100 (), and Thermocouples. Allow mass
signals acquisition, PA-MTS provides an extremely power
and cost effective multi-circuit metering and monitoring
solution.
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Applications

1. Accessing Signals for Testing
Equipment

2. Monitoring and Controlling for
Mechanical Equipment

3. Accessing Temperature & Humidity
Signals from Air Conditioner for
Intelligent Building

4. Battery Life Monitoring

SENSING TRANSDUCERS

Temperature sensor, Temperature transducer, Temp. & Humidity converter, pressure trans-
ducer, level sensor, carbon monoxide, carbon dioxide, split core current transformer, photo-
electric sensor, proximity switch, encoder, and power supply
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